
 
 
Heterogenous PVC Cleaning and Maintanence Guide 
 
Heterogenous PVC Floorings are specially produced product which create advantages by it’s superior PUR 
technology. Thanks to it’s special embossing technique, dust and dirt can not penetrate in the wear layer. PUR 
layer does not need waxing or polishing. 
 
In order to save the original look of the product, below comments shall be carefully applied. 
 
Newly installed products should be protected by paper or wooden panels before usage. 
 
Commercial entrance matts should be used in all entrances of the building in order to save from dry of wet 
mud. By this way, cleaning cost can also be decreased. 
 
1 – Initial Cleaning (After installation)  
 
All adhesives on the flooring should be removed. Mineral spirits can be used to remove dried adhesives. 

All soilds, sands, rocks and dirts should be removed from the surface by using vacuum cleaner. 

Upon the dirt on the surface; flooring should be cleaned by using one of the appropriate ways below. 

- Use a mop dampened with water or detergent solution. It is essential that water does not stay on the floor or 
leave a film. The floor should be virtually dry after 15-20 seconds..  

- Use combined machine with diluted neutral detergent. Speed low 150-250 rpm to higher. 
Red pads are usually most suitable. 
 
Do not wax the floor before removing the PUR layer from the surface.  
 
2 – Daily / Weekly / Necessary Cleaning  
Regular cleaning is recommended to save the original look of the flooring. 
  
Option.1:  Manual Cleaning  
Remove dust and dirt with yarn or microfibre mops, or disposable mops, dry or impregnated. You can also use 
a suitable broom with soft bristles 

Use a mop dampened with water or detergent solution 
 
Spot clean by hand with a white/red nylon pad and neutral detergent (solvents should not be used).  
 
Option.2:  Mechanical Cleaning 
  
Remove the dust and dirt by mopping and vacuuming.  

Use combined machine with diluted neutral detergent. Speed low 150-250 rpm to higher. Red pads are usually 
most suitable 

Remove the detergent from the surface by vacuuming. 

Dry the surface by wet mopping. 
 
 



3 – Periodic Cleaning  
Mopping with neutral detergant then 5-15 drying. 

Use combined machine with diluted neutral detergent. Speed low 150-250 rpm to higher  

Remove the detergent from the surface by vacuuming. 

Dry the surface by wet mopping. 
 

After dry mopping, spray clean with neutral detergent (red pad). Suitable speed 200-1000 rpm. 
 
Heterogenous PVC does not require waxing and polishing. 
 
4 – Waxing  
In case, it is desired to waxing for heavy trafic areas, please follow the below instructions. 
 
It is required to remove the PUR layer before waxing the surface: 
 
Mopping the floor by using remover detergant and wait 5-15 minutes. (PH value of the detergant should be 
12~14 and it should be mixed with water 1:3~1:5 ratio.) 

Use Brown pad with 150-250 rpm speed. 

Remove the detergent from the surface by wet vacuuming. Do not allow detergant to dry on the surface. 

Dry the surface by wet mopping until only clean water exists. 
 

After dry mopping, spray clean with neutral detergent (beige pad). Suitable speed 200-1000 rpm. 
 
Apply the wax by concerning the advice of manufacturer. 

Wait at least 30 minutes for drying. 
 
Apply 3-4 layer of wax according to the trafic. 

Use waxing machine with the speed of 200-1000 rpm. Use beige or white pad. 

 
Caution 
Do not remove PUR layer unless you wax the floor. 

Only use the recommended amount of detergant and wax. 
 


